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Disargrtion of T e Dasipn CHanga:

Installation of Avidyne Corporation TWX 670 Tactical Weather Detection System P/N 850-00026-000~( ) consisting of Avidyne
Processor P/N 700-00033-000~( ), Sensor Systems Inc. Antenna P/N §72-1715-1 with doubler plate P/N §72-171530-1, and
Avidyne Mounting Tray P/N 700-00034-000 in accordance with Avidyne Corporation Master Document List, Document No.
AVTWX-003, Revision 09, dated April 03, 2008, or later FAA-approved revisions.

g. Lndos W(g? ZE. )

1. The Tactical Weather Detection System integrates with separately approved system installations. Adherence to the limitations
in the appropriate Aircraft Flight Manual Supplements for those systems is mandatory.

2. Instructions for Continued Airworthiness (ICA), Avidyne Corporation Document AVTWX-004, Revision 06, dated April 2,
2008 or later FAA accepted revision shall be made available to the operator at the time of installation.

3. Compatibility of this design with previously approved modifications must be determined by the installer.

... See continuation sheet 2 ...

If the holder agrees to permit another person to use this certificate to alter the product, the holder shall give the other person written
evidence of that permission.

Dot of appsbécatiion - Ociober 15,2007 Gheto resscced
.%/e/wm April 8, 2008 Dt arnended.

Robert G. Mann
Manager
Boston Aircraft Certification Office
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Any alteration of this certificate is punishable by a flne of not exceeding 51,000, or imprisonment not exceeding 3 years, or both.

FAA Form 8110-2(10-68) Page 1 of 2 This certificate may be transferred in accordance with FAR 21.47.



Hnited States Of America
Bepartment of Transportation - IHederal Abiation Administration

Supplemental Tupe Certificate

.///4;///5/( SA00269BO

Date Issued: April 8, 2008

Based on 14 CFR §§ 21.115 and 21.101, and the FAA policy for non significant changes in FAA Order 8110.48, the certification
basis for installation of the Tactical Weather Detection System in the aircraft listed on the Approved Model List is as follows:

a. The particular aircraft type certification basis in the Approved Model List for parts not changed or not affected by the
change.

b.  The certification basis for parts changed or affected by the change since the reference date of application, October 15,
2007, is based on 14 CFR Part 23 as amended by amendment 23-57 except for certain structural rules as identified below.
Based on 14 CFR § 21.115 and § 21.101, and the FAA policy for non significant changes in Order 8110.48, the
certification basis for this modification was determined to be:

23.301(a)(b)(c)(d) Amendment 23-42, 23.303, 23.305(a)(b) Amendment 23-45, 23.307(a)(b), 23.561(a)(b}(3)
Amendment 2345, 23.607, 23.609(a), 23.771(a), 23.777(a), 23.1301(aXb)c)d), 23.1309(a) 1) 2)Xb)e),
23.1351(a)(2)(iX(b), 23.1357(a)2)(b)c)(1), 23.1359(c), 23.1365(aXb)d)(eXD), 23.1367(a)c)(d), 23.1431(a)(b),
23.1501(a)(b), 23.1529, 23.1555(a), 23.1583(m), 13.1585(j).

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or both.

FAA Form 8110-2(10-68) Page 2 of 2 This certificate may be transferred in accordance with FAR 21.47.



